Casing
shoes (ft)

Schematic (9/2/2010)

Openings Top'Btm/ Type/Status

56,0 -

332.0

Sfc Csg
TOC: Sfc

Interm
Csg TOC:
Sfieo

U

Prod Csg
TTOC:
Sifo

8000°

Wellbore
Status:
Active Injector

NO USDW
PRESENT

Top of
Injection Zone:
B-Sand 7197’

7.403.0ft, 7445 0ft, PERFORATED, OFEN
7.470.0ft, 7.510.0ft, PERFORATED, OPEN
7,535.0ft, 7,600.0ft, PERFORATED, OPEN
7.630.0ft, 7, 715.0ft, PERFORATED, OPEN
7,.740.0f, 7,790.0ft, PERFORATED, OPEN

Componert

FILL

Componert

FILL

Componert

CEMENT
CEMEMNT

Top M D (ft]

7.926.0

Top M D (ft)

7,929.0

Top M D (ft)

7.941.0
7.4984.0

Bt MD (1)

7.941.0

Bt MD (1)

7.941.0

Bt MD (1)

79800
5,000.0

[term

CASING JOIMNTES)

[tem

CASING JOINTIS)

[tem

CASING JOINTIS)

[tem

CASING JOINT(
CASING JOINT
CASING JOINT
CASING JOINT(
FLAG JOINT
CASING JOINTIS)
FLOAT COLLAR
CASING JOINTES)
FLOAT SHOE

ES R CA RSy

)
)
)
)

oD (i}

20,000

QD {in)

13.375

QD {in}

9 625

oD (ir‘lj

7000
£.000
£.000
7000
£.000
£.000
£.000
£.000
F.000

Grade

zrade

K-55

Grade

K-55

Grade

MN-80
K-55
K-55
MN-80
MN-E0
M-80
MN-80
M-80
MN-80

W (ppf]

W (ppf]

48.00

Wt {ppf)

40.00

Wt (ppf)

26.00
23.00
26.00
26.00
26.00
26.00
26.00
26.00
26.00

TopMD (ft)

16.0

ToptD ift)

16.0

TophD (ft)

16.0

TophD (ft)

16.0

55.0

50275
66429
5,656, 7
65,7043
78412
71,9431
7.956.8

Wel: 363X-335 S/T/R: 335/305/24E

BtrmhD (ft)

BtmMD (ft)

56.0

BtrmtD (ft)

332.0

BtrmtD (ft)

3,250.0

550

5,027 .5
56,6429
6,656.7
6,704.5
7.941.2
7,943
7,986 8
7,4989.0

CASING CEMENT DETAIL

Sfc Csg. Cmt Vol 500 cf
Hole Size: 17.5"

Casing Size: 13.375"
Top Job: No

Rtns to Sfe: Yes (85 cf)
TOC: Sfc

Interm Csg. Cmt Vol 1730 cf
Hole Size: 12.25"

Casing Size: 9.625"

Top Job: No

Rtns to Sfc: Yes (100 cf)
TOC: Sfc

Prod. Csg. Cmt Vol: 1800 cf
Hole Size: 8.75"

Casing Size: 7"

Top Job: No

Rtns to Sfe: No

TTOC: Sfc

Liner Cmt Vol
Hole Size:
Casing Size:
Top Job:
Rtns to Sfc:
TTOC:

Top of Injection Zone:
B-Sand 7197°

Volume Behind Pipe:

1.18 Yield Assumed

Theoretical Calculations (TTOC)
Apr 2012
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